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Meeting changing trends 
in working environments
The world of office work has changed. As research and our 
own experience shows, today’s hybrid physical environments 
are significantly different to what went before, with notable 
(and growing) trends.
As businesses shift towards a more favourable work-life balance, our office spaces must 
adapt. Despite changing work patterns, interacting with colleagues should be second 
nature. We need to be able to see who’s speaking, read what’s being presented, and 
have our voices heard – whether at home, on-the-go, or in the office. And that means 
creating flexible spaces for hybrid meetings, investing in technology that keeps everyone 
connected, and maximising opportunities for collaboration. 

As the remote working trend 
grows, along with demand for 
social spaces, the need for 
fixed desks is decreasing. 

There has been an increase in 
meeting rooms equipped with 
complete videoconferencing 
solutions.

Informal meeting spaces for 
mentoring and brainstorming 
sessions have risen significantly.
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With the rise of hybrid and remote working come numerous 
advantages for businesses and their employees. Staff are more 
motivated, they feel better able to manage workloads, they’re 
happier and more inspired, and feel more appreciated at work1.

It’s unsurprising that investment in collaborative meeting rooms 
is expected to continue over the next three years2. So how can 
businesses maximise the value from this investment? And what 
should they be considering when rethinking office design and 
integrating technology into their new workspaces? 

Changing work patterns Rethinking office design Using ad-hoc spaces

Opportunities to interact 
with colleagues

Conferencing rooms 
with premium IT 

equipment

A place to exchange 
ideas and collaborate �

Private spaces to dial 
in for video calls or 

webinars

�Informal spaces for 
mentorship

Hybrid working 
practices are  
here to stay 
We’re seeing a continuing preference for 
hybrid work, demonstrating that it’s more 
than just a trend.
For forward-thinking businesses, this means embracing new  
work patterns, reconsidering how office spaces function,  
and responding to the demand for more informal working  
spaces and social areas. 

1 A Hybrid Working Nation. How it’s working out: University of Nottingham on behalf of The Access Group.
	 https://pages.theaccessgroup.com/A-hybrid-working-nation-how-its-working-out.html
2 Futuresource Consulting Ltd, Enterprise End User report 2022.
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Getting started 
Three key considerations for your  
hybrid workspaces.
On average, meeting rooms are used for around 45 minutes to an  
hour per session. To ensure that every meeting is as productive, 
inclusive and collaborative as possible, it’s important to create  
the right atmosphere and have the right technology to deliver  
a quality experience. 

Technology
The top three requirements for meeting room 
technology are better AV and conferencing 
equipment, smart displays/dashboards or 
TVs, and projectors/whiteboards. 

Connectivity
Mobile device use is increasingly prevalent  
in collaborative spaces, and there is a  
demonstrable need for meeting room  
technology and apps that can be accessed 
from the user’s own device with ease.

Ambience
Employees rated the meeting room’s  
lighting, temperature and quietness as  
the three most important meeting room 
features, demonstrating a critical need  
for comfort. 

Sound and room acoustics also have a 
key role in creating the optimum ambience. 
By improving sound clarity and reducing 
background noise, participants are able  
to collaborate more productively.

Futuresource Consulting Ltd, Enterprise End User report 2022.
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21:9 
The wider viewing experience.
A 21:9 aspect ratio offers the most efficient display 
usage - offering enough space for both content  
and participants to be clearly visible to everyone  
in the room.

This facilitates better collaboration between those  
in the room and the remote participants.

The additional workspace gained from a 21:9 aspect 
ratio makes all the difference – with enough room to 
display presentation slides, the chat window, and a 
panel of participants simultaneously.

21:9 

Participants – Gallery view, 
placed at eye level, as close to 
life size/reality as possible.

Content – Presentation, 
spreadsheet, whiteboard etc.

16:9 

Secondary content – Attendees and 
raised hands, meeting chat, agenda, tasks.
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3 DISCAS is a Display Image Size Calculator pioneered by the AV industry association Avixa www.avixa.org/standards/discas-calculators/discas

Optimising 
the display 
area

Approximate room size: 
6m × 5m

Maximum viewing distance (last row):
approx. 5m

Minimum image height of the content 
display according to DISCAS: 
5:6 = 0.83m 

Minimum image height  
of the overall display:
(extrapolated to 100%): 1.38m 

Approximate room size:
8m × 7m

Maximum viewing distance (last row):
approx. 7m

Minimum image height of the content 
display according to DISCAS: 
7:6 = 1.17m 

Minimum image height  
of the overall display:
(extrapolated to 100%): 1.95m 

Approximate room size:
10m × 8m

Maximum viewing distance (last row):
approx. 8m

Minimum image height of the content 
display according to DISCAS: 
8:6 = 1.33m 

Minimum image height  
of the overall display:
(extrapolated to 100%): 2.22m 

A 21:9 aspect ratio image provides 
significantly more surface area and 
more efficient wall utilisation, while 
maintaining the same height as a 
16:9 image.

16:9
21:9

16:9
21:9 201"

160"
195"

157"16:9
21:9 138"

111"

Small and medium 
meeting rooms 

Large meeting rooms Boardrooms and 
conference rooms

31% more surface 
area

By setting a minimum image height, DISCAS3 allows you to 
calculate the gains you make in image size by switching from  
16:9 to 21:9, and configure your meeting room seating 
arrangements to create the optimum viewing experience  
for everyone.
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Optimising light output
To optimise contrast and light output of the 
display in your meeting rooms, you can opt for 
one of Epson’s Ambient Light Rejection (ALR) 
projection screens. 

These screens reflect and direct all projected 
light towards the viewer while rejecting 
ambient light, improving black levels and 
contrast. The result is bright, richly coloured 
images with clearly discernible detail.

ALR screen 
The structure of an ALR screen minimises the 
reflection of ceiling lighting whilst maximising 
that of the projector, resulting in high contrast, 
vividly colourful images from the projector. 

Non ALR screen 
Ceiling lighting and light from the projector is 
reflected together, resulting in poor contrast 
and pale colours.

Creating the  
right atmosphere 
Natural light promotes energy and alertness, while too much 
bright electrical lighting can raise stress levels if experienced 
for too long. Well-chosen mood lighting can create a relaxing, 
welcoming ambience for more informal meeting spaces. It’s 
important to get the light right, to ensure comfortable viewing  
and clear visibility of all content.
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With low ambient light
Even in meeting rooms with almost no ambient light, using an 
ALR screen produces more vibrant colours and contrasts.

With high ambient lighting
The influence of the ambient light is reduced by the screen’s 
surface structure, so the projected image is bright, clear and 
colourful, however bright the room. Combined with Epson 
projectors, ALR screens deliver exceptional results. 

ELPSC35 100" 16:9 Static ALR screen  
ELPSC36 120" 16:9 Static ALR screen

For fixed installation

Designed to be wall mounted  
in meeting rooms
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Large, scalable displays, where content and people can be  
seen perfectly

Quick and easy setup with user-friendly remote control 

Compact and space saving 

Cost-effective with low transport costs and low power consumption 

Flexible connectivity options, mobile compatibility,  
and customisation opportunities

Super UST and unique UST lens design for optimal space utilisation 

Integrates easily into furniture

EPMC fleet management for peace of mind

3LCD technology

Large display for more inclusive meetings/higher engagement

Each participant can read the displayed content easily

Cost-effective solution for a large, optimised 21:9 display

Comfortable viewing thanks to indirect light

Uncomplicated, intuitive and simple to use

Flexibility to optimise mid-sized rooms for video collaboration

Easy control of communication and room technology

Combination of functionality and design

Sustainability 

Completely wireless without annoying cables

Support BYOD (Bring Your Own Device)

Participate in meetings regardless of platform

Chat function

The possibility to share the screen (screen or desktop sharing) 

File sharing

Computer mouse, keyboard and microphone control to  
individual participants

Change of moderator role

Recording capability

Projectors in hybrid working 
- how Epson makes the 
difference
Why choose a projector?

Fulfilled with projection Feature is independent of the display

The added value you get from Epson projectors:
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Make the right choice  
in every room 

Taking 4K to the next level
Some Epson projectors use innovative 4K Enhancement and 4K Crystal Motion technology  
to enhance the resolution of your display. But what do the two technologies actually mean?

4KE
Epson 4KE technology uses single-axis ‘pixel shifting’ to enhance 
the output resolution from native Full HD or WUXGA. This 
cost-effective option generates over 4 million on-screen pixels, 
improving the visible texture and detail of the image.

4K Crystal Motion
Our patented 4K Crystal Motion technology uses dual-axis  
‘pixel shifting’ to enhance the output resolution from native Full HD. 
This generates over 8 million on-screen pixels, delivering a superior 
level of texture and detail while achieving the industry standard  
4K specification.

Auto Power On
Our Auto Power On technology automatically turns the projector on when 
a signal is received from the PC or controller. This provides a quick and 
convenient start to meetings, but also saves power when not in use.

The evolution of Epson’s projector technology is driven 
by a commitment to research and development. Just as 
the working world is evolving rapidly, we’re constantly 
introducing innovations that deliver even sharper, even 
clearer imagery and more efficient performance.
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Typical use cases
Small and medium  
meeting rooms 

EB-810E/EB-815E
Up to 150 at 16:9 and 21:9

Super-UST

Team meetings 
Online customer meetings

Employees need a solution that
ensures effective communication 
and collaboration between in-house 
team members and remote 
participants.

Salespeople may use these smaller  
rooms for online customer meetings, 
requiring reliable videoconferencing  
tools and presentation capabilities.

8-10
Participants 

Large meeting  
rooms 

EB-L770U
Over 150" at  
16:9 and 21:9 

Standard throw

EB-L770U
Over 150" at  
16:9 and 21:9

Standard throw

EB-PU1008  
& ELPLX01S lens 
Over 150" at  
16:9 and 21:9 

UST

EB-PQ Series  
& ELPLX02S lens 
Over 150" at  
16:9 and 21:9

UST

Large team meetings
Hybrid customer meetings 

Management and executives need to 
address large audiences with clarity. They 
also want to engage all in-person and 
remote participants at the same time,  
for group discussions.

Salespeople may use these rooms for  
on-site customer meetings, requiring 
a reliable and engaging system. They 
may also need to connect any remote 
participants unable to attend in person.

10+
Participants 

Boardrooms and  
conference rooms

Board meetings 
Pitches and client presentations 

Board members senior executives  
and stakeholders require a high-quality, 
secure, and seamless meeting  
experience for critical decision-making 
without interruptions. 

Client-facing executives and 
salespeople may use boardrooms 
for high-stakes client presentations or 
negotiations, where professionalism and 
flawless communication are essential.

12+
Participants 

IT managers and administrators are responsible for setting up and maintaining the technology infrastructure,  
ensuring seamless videoconferencing and remote participant access across all rooms, regardless of meeting size.

Solutions should be: 
User-centric and intuitive

Cost effective 

Completely wireless (no annoying cables)

Large enough that content can be easily  
read from anywhere in the room

Complete with screen-sharing and  
file-sharing capabilities

Promoting sustainability
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Small and medium  
meeting rooms
Video-enabled meeting rooms designed for up to 10 
people. Perfect for regular, informal meetings such as 
short video calls, ad-hoc discussions, team sessions, 
online customer meetings and presentations, and 
conversations with remote-working colleagues.
Used by all team members, salespeople and account managers, 
IT administrators and facilities managers.

EB-810E/EB-815E

Essential considerations for the room

Convenient, comfortable participation for every participant

Clear display and sound for content sharing and conversation

Screen size and installation flexibility

Uncomplicated, uncluttered wireless connectivity

Integration of BYOD

Sustainability

Microphone – Noise-cancellation 
and feedback elimination removes 
interruptions from reverberation 
and ambient noise.

Camera – Pan-tilt-zoom functionality 
allows the camera to focus on  
whoever is speaking. Plus, a  
simple USB connection ensures it’s  
compatible with any system or setup.

Touch controller – For easy  
meeting control and content  
sharing.

21:9 display – Gives a better 
overview of all meeting participants 
and content in ideal configuration.
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EB-810E/EB-815E super ultra-short-throw (UST)

Where mounting options are limited but screen size should be 
105" or more, an Epson super UST projector is ideal. A 105" 
screen size can be achieved with the projector just 14.9cm  
from the wall for a large picture without wasted space. A 21:9 
aspect ratio allows videoconferencing software to be displayed  
in an optimal layout, bringing everyone together as realistically  
as possible and sharing all content in one view. 

Display size of 80-160", 5,000 lumen projection, and 4K 
Enhancement mean images are clear and easily visible. 

New features only available on the EB-810E/EB-815E

Colour mode  
for face brightness
This setting brightens the entire image to 
make faces easier to see during video calls. 

Two speakers for  
enhanced sound
An integrated dual speaker system  
provides a stereo effect, improving  
clarity and sound quality. 

Clear voice mode for  
better communication
By improving speech reproduction, clear 
voice mode can improve call quality. 

Short distance projection from wall  
or ceiling 

Space-saving and cost-effective solution

Existing infrastructure can be used

Modern, up-to-date design

Short distance projection from cabinet

Affordable conference room solution

Modern, up-to-date design 
(IT hardware can be hidden)

No mounting necessary

Space-saving

Flexible and portable 

Optimal for start-ups, events  
and external conferences

Fast set-up and quick start-up

Can be used anywhere, anytime

Conference technology, audio  
and wireless content sharing

Mobile solution Cabinet solution Wall/ceiling projection
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Essential considerations for the room

�Discreet, professional and flexible installation

�Clear display and sound for content  
sharing and conversation

Uncomplicated, uncluttered wireless connectivity

Large-format, blended image capability

Sustainability

Large meeting 
rooms
Suitable for more than 10 people. Typically 
used for departmental or company-wide 
sessions, and often used for on-site customer 
meetings and presentations, also attended  
by remote employees.
Used by all team members, management team, executives,  
salespeople and IT/facilities managers.

EB-L770U

EB-PU and EB-PQ Series

Camera – Pan-tilt-zoom 
functionality focuses on everyone  
in the meeting, with a USB 
connection to the operating laptop  
or conference system makes 
operation quick and easy.

Audio solution – Including dual 
microphones and sound bars.

16:9 display – Projectors offer the 
ability to display in multiple aspect 
ratios such as 16:9 (as shown) or 
21:9, which offers a more effective 
use of available space.

Touch controller – For easy 
meeting management and content 
sharing.
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EB-L770U
Cost-effective projector offering 4K Enhancement.  
A 21:9 aspect ratio allows videoconferencing software 
to be displayed in an optimum layout, bringing 
everyone together as realistically as possible and 
sharing all content in one view. Display size of up  
to 500" makes imagery clear for everyone. 

EB-PU and EB-PQ Series
A fully flexible solution with brightness ranging from 
6,000 to 20,000 lumens and optional lenses to suit 
any meeting room environment. Features up to 4K 
resolution and supports 16:9, 21:9 and edge  
blended configurations.

For larger rooms

Normal throw or ultra-short-throw projection 

Modern, up-to-date design

Short distance projection 

No shadow

Space-saving

Ceiling mounts or floor standing

Conference technology, audio  
and wireless content sharing

Screen size and projector  
position flexibility

Ceiling mounted

Discreet installation 

Cost effective display for  
a large meeting room

EB-L770U EB-PU Series/EB-PQ SeriesEB-PU1008 EB-PU1008/ELPLX01WS lens

Normal throw projection
for rectangular rooms

Ultra-short-throw
for square rooms

Edge blended solution
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Premium boardrooms/
dedicated hybrid 
rooms
Rooms dedicated to hybrid working or  
premium boardrooms for 12 or more people.  
Used for strategic meetings, high-level client 
presentations, where clear communication  
is critical.
Used by board members, executives, clients  
and IT/facilities managers.

Essential considerations for the room

�Fixed installation due to being a dedicated space

Equal representation for all participants

�Uncomplicated, uncluttered wireless connectivity

Flawless communication

Discreet installation

Sustainability

Dedicated hybrid room

EB-L770U

EB-PQ Series with ELPLX02WS lens

Camera – Pan-tilt-zoom  
functionality focuses on everyone  
in the meeting, with a USB 
connection to the operating laptop  
or conference system makes 
operation quick and easy.

Audio solution – Including dual 
microphones and sound bars.

21:9 display – Gives a better 
overview of all meeting participants 
and content in ideal configuration 
but can also be displayed at 16:9  
if required. 

Touch controller – For easy  
meeting management and content 
sharing.

Optimised table shape – 
Improves visibility of the screen  
and in-person participants.

Solutions integrated  
with furniture – Optimised setup  
for a seamless experience.
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Conference room

21:9 display – Gives a better 
overview of all meeting participants 
and content in ideal configuration 
but can also be displayed at 16:9  
if required. 

Audio solution – Including dual 
microphones and sound bars.

Optimised table shape –  
Improves visibility of the screen  
and in-person participants.

Camera – Pan-tilt-zoom 
functionality focuses on everyone  
in the meeting, with a USB 
connection to the operating laptop  
or conference system makes 
operation quick and easy.

Touch controller – For easy  
meeting management and content 
sharing.
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EB-PQ Series with ELPLX02S UST lens  
Create a truly executive meeting room experience 
with Epson’s flagship projector range. Featuring 4K 
resolution and brightness up to 20,000 lumens,  
you can achieve an unparalleled meeting room 
experience for maximum inclusion and engagement  
for every participant.

Cost-effective

Free-up floor space

Fully concealed

Optimal room design

Free-up floor space

Simple set up

Cost effective

All-in-one solution for projector, 
PC, camera, audio and mic

No projector mounting 
necessary (camera option  
and bar is optional)

Discreet – concealed 
projector, PC and cabling

Modern design

No mounting necessary

Space-saving

Floor mounted Integrated  
with furniture

Ceiling (embedded) Ceiling mounted
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* Epson was awarded EcoVadis gold status in October 2023 for overall sustainability. Seiko Epson Corporation (Group) is in the top 1% of  
companies rated by EcoVadis in the manufacture of computers and peripheral equipment industry.

4 TCO Certified is the world’s most comprehensive sustainability certification for IT products, which must meet life cycle criteria for social  
and environmental sustainability. For more information, please visit https://tcocertified.com.

5 The ISO 14001 standard constitutes a framework defining rules for integrating environmental concerns into the organization’s activities  
in order to control environmental impacts and thus reconcile the organization’s operational requirements and respect for the environment.

6 The ISO 9001 is a global standard for quality management systems (QMS) that helps organizations meet customer and regulatory expectations.

For an equivalent size display, an Epson projector:

Is more economical to transport, with reduced transport emissions,  
as more projectors fit into a container than flat panel displays (FPDs)

Uses less packaging

Low power consumption

Learn more about our environmental commitments at epson.eu/sustainability-report

Compliant with ISO 9001 and 14001

We operate our quality and environmental management 
system in compliance with the ISO 140015 and ISO 90016 

international standards and implement a planning and 
control cycle to effect continuous improvement. All our  
sales companies are certified with both ISO standards.

Robust CSR management systems

We are the first technology company to gain an international 
certification for the alignment of our CSR management 
systems to the UN Sustainable Development Goals 
(SDGs). This is validated by the leading global certification 
organisation, Bureau Veritas.

An informed decision at every step

Epson works to TCO Certification standards4 as a 
commitment to social and environmental sustainability.  
As a member of the RBA, our supplier guidelines are based 
on the RBA Code of Conduct, and all of our suppliers 
are expected to adhere to this. We use 100% renewable 
electricity across the entire global group – including all our 
sites, worldwide.

Optimising our inbound shipments

Once inbound shipments reach Rotterdam port, the  
deep-sea containers with products for Europe and Northern 
Africa are moved on to our Central Distribution Centre in 
Germany by truck, rail and barge. Transport is now 56.7% 
rail, 38.3% barge and only 4% truck.

Technology designed 
with the future in mind

56.7% 38.3% 4%70%
70% 28% 2%

70%
70% 28% 2%

70%
70% 28% 2%

When it comes to waste, emissions and environmental 
impact, less is always more. 
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Sustainable thinking
Thanks to low power consumption, and power-saving 
features, Epson projectors offer you benefits in terms 
of cost and energy saving. Let’s take the EB-810E  
for example: 
It’s extremely energy efficient compared to other large-screen professional 
display technologies, saving an average of 60% energy consumption  
vs a 120" video-wall, without compromising on size. 

Comparing Epson projector power costs vs FPD

Assumption:
– 5 working hours a day
– 250 working days a year
– ��Electricity costs:  

35 cents/kwh (current 
costs from March 23, 
2023, verivox)

5.000 €
4.500 €
4.000 €
3.500 €
3.000 €
2.500 €
2.000 €
1.500 €
1.000 €

500 €
– €

1 2 3 4 5 6 7 8 9 10

Epson
EB-810E

Brand A

Years

Brand B

Brand A: 85" - 98" FPD

Power consumption  
~308W 85"/~616W 98"

3-year warranty

Brand B: 120" Video table/console display

Power consumption ~1,000W

3-year warranty

Epson EB-810E super ultra-short-throw: 80" - 160"

Power consumption ~440W

5-year warranty
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Model EB-1485Fi EB-770F EB-770Fi EB-775F EB-800F

Resolution Full HD (1366 × 768 × 2) Full HD (1920 × 1080) Full HD (1920 × 1080) Full HD (1920 × 1080) Full HD (1366 × 768 × 2)

Native aspect 16:9 16:9 16:9 16:9 16:9

Colour Light Output (lumens) 
normal/eco 5,000/3,500 4,100/2,800 4,100/2,800 4,100/2,800 5,000/3,500

Contrast ratio Over 5,000,000:1 Over 5,000,000:1 Over 5,000,000:1 Over 5,000,000:1 Over 5,000,000:1

Lightsource Laser Laser Laser Laser Laser

Lightsource life (hours) 
normal/eco 20,000/30,000 20,000/30,000 20,000/30,000 20,000/30,000 20,000/30,000

Throw ratio in native aspect 0.27:1 0.25 - 0.35:1 0.25 - 0.35:1 0.25 - 0.35:1 0.27 - 0.37:1

Scalable image size (diagonal) 65 - 100"/16:9 aspect
61 - 120"/16:6 aspect

60 - 150"/16:9 aspect
56 - 140"/16:6 aspect

65 -100"/16:9 aspect 
60 - 110"/16:6 aspect

60 - 150"/16:9 aspect
56 - 140"/16:6 aspect

65 - 130"/16:9 aspect
61 - 120"/16:6 aspect

Zoom Digital ×1.35 Digital ×1.35 Digital ×1.35 Digital ×1.35 Digital ×1.35

Vertical keystone
Horizontal keystone

Manual ±3°
Manual ±3

Manual ±3° 
Manual ±3°

Manual ±3° 
Manual ±3°

Manual ±3° 
Manual ±3°

Manual ±3°
Manual ±3°

Lens shift N/A N/A N/A N/A N/A

Speaker output 2 × 8W 16W 16W 16W 2× 8W

Connectivity

VGA in, VGA out,  
HDMI ×3, USB Type A ×2,  
USB Type B, HDMI-out,  
RS-232C, Sync in, Sync out, 
Touch unit control, Screen 
Mirroring (Miracast), HDBaseT

VGA in ×2, VGA out,  
HDMI ×3, Composite, USB  
Type A ×2 (5v/2A ×1), USB  
Type B, RS-232C, Screen 
Mirroring (Miracast)

VGA in ×2, VGA out, HDMI ×3, 
Composite, USB Type A ×2 
(5v/2A ×1), USB Type B ×2,  
RS-232C, Sync in, Sync out, 
Touch unit control, Screen 
Mirroring (Miracast)

VGA in ×2, VGA out, HDMI ×3, 
Composite, USB Type A ×2 (5v/2A 
×1), USB Type B, RS-232C, Screen 
Mirroring (Miracast), Wireless LAN

VGA in ×2, VGA out, HDMI in 
×3, HDMI out, Composite in, 
HDBaseT, RS-232, USB Type A 
×2, USB Type B

Audio connectivity Stereo mini in ×3, Microphone 
stereo mini in, Stereo mini out

Stereo mini in ×3, Microphone 
stereo mini in, Stereo mini out

Stereo mini in ×3, Microphone 
stereo mini in, Stereo mini out

Stereo mini in ×3,  
Stereo mini out

Stereo mini in ×2,  
Stereo mini out

Networking LAN (RJ45) and wireless LAN unit LAN (RJ45) and wireless LAN unit LAN (RJ45) and wireless LAN unit LAN (RJ45) and wireless LAN unit LAN (RJ45) and optional  
wireless LAN unit

Epson software solutions

Epson iProjection (Windows/Mac), 
Epson iProjection App for iOS, 
Android and Chromebook, various 
collaboration software tools, 
Epson Projector Management

Epson iProjection (Windows/Mac), 
Epson iProjection App for iOS, 
Android and Chromebook, Epson 
Projector Management, Epson 
Content Manager, Epson Creative 
Projection for iOS

Epson iProjection (Windows/
Mac), Epson iProjection App for 
iOS, Android and Chromebook, 
various collaboration software 
tools, Epson Projector 
Management

Epson iProjection (Windows/Mac), 
Epson iProjection App for iOS, 
Android and Chromebook, Epson 
Projector Management, Epson 
Content Manager, Epson Creative 
Projection for iOS

Epson iProjection (Windows/ 
Mac), Epson iProjection App for 
iOS, Android and Chromebook, 
Epson Projector Management, 
Epson Projector Content 
Manager, Epson Creative 
Projection

Other features

Constant brightness mode, 16:6 
display, Interactive home screen, 
Stream and share features, 
DuoLink interactivity, Screen 
sharing function (server/client), 
Whiteboard mode with document 
export support, Multiple display 
via Daisy chain, Auto power on, 
Auto source search, A/V mute, 
Sliding split screen, split screen up 
to 4 sources, Copy OSD settings, 
Pen and touch interactivity, Auto 
calibration, DICOM SIM colour 
mode, HDBaseT external control 
pad, Set-up wizard

Optional mount, Edge blending, 
16:6 display, Stream and share 
features, Screen sharing function 
(client), A/V mute, Copy OSD 
settings, Quick corner correction, 
PC-free presentation, Split 
screen up to 4 sources, Auto 
source search, Padlock, Security 
cable hole, Kensington lock, 
Wireless LAN unit lock, Password 
protection, Content playback, 
Ceiling install

Pen interactivity and optional 
touch, Optional mount, edge-
blending, 16:6 display, 21:9 
display, Interactive home screen, 
Stream and share features, 
Screen sharing function (client), 
Whiteboard mode with document 
export support, Sliding split 
screen, split screen up to 4 
sources, A/V mute, Copy OSD 
settings, Quick corner correction, 
PC-free presentation, Auto 
source search, Padlock, Security 
cable hole, Kensington lock, 
Wireless LAN unit lock, Password 
protection

Optional mount, Edge blending, 
16:6 display, Stream and share 
features, Screen sharing function 
(client), A/V mute, Copy OSD 
settings, Quick corner correction, 
PC-free presentation, Split 
screen up to 4 sources, Auto 
source search, Padlock, Security 
cable hole, Kensington lock, 
Wireless LAN unit lock, Password 
protection, Content playback, 
Ceiling install

16:6 display, Multi-projection 
via daisy chain, A/V mute, USB 
content playback for source-free 
signage, Edge blending, Point and 
Arc correction, Schedule function, 
Auto source search, Copy OSD 
settings, DICOM colour mode, 
Padlock, Security cable hole, 
Kensington lock, 360° installation, 
Optional wall mount

Noise (dB) normal/eco 36/27 37/27  37/27 37/27  36/27

Weight (kg) 9.7 5.9 6.0 5.9 9.2

Dimensions exc. feet
(W × D × H mm) 458 × 209.5 × 375 356 × 395 × 133 356 × 395 × 133 356 × 395 × 133 458 × 210 × 375

Power consumption
normal/eco 366W/262W 263W/199W 263W/199W 263W/199W 366W/262W

Power consumption standby, 
comm. off 0.5W 0.5W 0.5W 0.5W 0.5W

Standard interchangeable lens 
included N/A N/A N/A N/A N/A

Warranty 5 years/12,000hrs 5 years/12,000hrs 5 years/12,000hrs 5 years/12,000hrs 5 years/12,000hrs
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Model EB-805F EB-810E EB-815E EB-L210SF EB-L260F

Resolution Full HD (1366 × 768 × 2) 4KE (1080p) 4KE (1080p) Full HD (1920 × 1080) Full HD (1920 × 1080)

Native aspect 16:9 16:9 16:9 16:9 16:9 (supports 16:6 and 21:9)

Colour Light Output (lumens) 
normal/eco 5,000/3,500 5,000/3,500 5,000/3,500 4,000/2,800 4,600/3,200

Contrast ratio Over 5,000,000:1 Over 5,000,000:1 Over 5,000,000:1 Over 5,000,000:1 Over 5,000,000:1

Lightsource Laser Laser Laser Laser Laser

Lightsource life (hours) 
normal/eco 20,000/30,000 20,000/30,000 20,000/30,000 20,000/30,000 20,000/30,000

Throw ratio in native aspect 0.27 - 0.37:1 0.16:1 0.16:1 0.45 - 0.61:1 1.32 - 2.12:1

Scalable image size (diagonal) 65 - 130"/16:9 aspect
61 - 120"/16:6 aspect

100 - 160" wall mount 
80 - 160" table mount

100 - 160" wall mount  
80 - 160" table mount 55 - 125" 31 - 310"

Zoom Digital ×1.35 Digital ×1.35 Digital ×1.35 Digital ×1.35 Optical ×1.62

Vertical keystone
Horizontal keystone

Manual ±3°
Manual ±3°

N/A 
N/A

N/A 
N/A

Manual ±15° 
Manual ±15°

Automatic ±30° 
Automatic ±30°

Lens shift N/A N/A N/A N/A N/A

Speaker output 2× 8W 2 × 8W 2 × 8W 16W 16W

Connectivity

VGA in ×2, VGA out, HDMI in 
×3, HDMI out, Composite in, 
HDBaseT, RS-232, USB Type A 
×2, USB Type B

HDMI In ×2, out ×1 (HDCP2.3), 
HDBaseT 1 (HDCP2.3), RS-232C, 
USB Type-A ×2 (1x for data and 
ELPAP11, 1x for data and 2A 
power), USB Type B ×1, Screen 
Mirroring (Miracast)

HDMI In ×2, out ×1 (HDCP2.3), 
HDBaseT 1 (HDCP2.3), RS-232C, 
USB Type-A ×2 (1x for data and 
ELPAP11, 1x for data and 2A 
power), USB Type B ×1, Screen 
Mirroring (Miracast) Wireless LAN

VGA in ×2, VGA out, HDMI ×2, 
USB Type A (5v/2A), USB Type 
B, Composite RCA, RS-232C, 
Screen Mirroring (Miracast)

VGA in ×2, VGA out, Composite 
in, HDMI in ×2, USB Type A (2A), 
USB Type B, RS-232C, Screen 
Mirroring (Miracast)

Audio connectivity Stereo mini in ×2, Stereo mini out Digital using HDMI Digital using HDMI 
Stereo mini in ×2, Microphone 
stereo mini in, Stereo mini out, 
RCA pair in

Stereo mini out, Stereo mini in 
(2×), RCA pair in, Microphone 
input

Networking LAN (RJ45) and optional wireless 
LAN unit LAN (RJ45) and wireless LAN LAN (RJ45) and wireless LAN LAN (RJ45) and wireless LAN unit LAN (RJ45), built-in wireless 

LAN unit

Epson software solutions

Epson iProjection (Windows/ 
Mac), Epson iProjection App for 
iOS, Android and Chromebook, 
Epson Projector Management, 
Epson Projector Content 
Manager, Epson Creative 
Projection

Epson iProjection (Windows/
Mac), Epson iProjection App for 
iOS, Android and Chromebook, 
Epson Projector Management, 
Epson Projector Content Manager 
(Windows/macOS), Epson 
Creative Projection (iOS), Epson 
Setting Assistant

Epson iProjection (Windows/
Mac), Epson iProjection App for 
iOS, Android and Chromebook, 
Epson Projector Management, 
Epson Projector Content Manager 
(Windows/macOS),  Epson 
Creative Projection (iOS), Epson 
Setting Assistant

Epson iProjection (Windows/Mac), 
Epson iProjection App for iOS, 
Android and Chromebook, Epson 
Projector Management 

Epson Projector Management, 
Epson iProjection (Windows/
Mac/Chrome/iOS/Android), USB 
Display (Windows/Mac), Epson 
Projector Content Manager 
(Windows/Mac), Epson Creative 
Projection (iOS), Epson Wireless 
Transmitter Settings (Windows/
Mac)

Other features

16:6 display, Multi-projection 
via daisy chain, A/V mute, USB 
content playback for source-free 
signage, Edge blending, Point and 
Arc correction, Schedule function, 
Auto source search, Copy OSD 
settings, DICOM colour mode, 
Padlock, Security cable hole, 
Kensington lock, 360° installation, 
Optional wall mount

Optional wall and ceiling mounts, 
21:9 optional output, Improved 
audio chamber for improved 
bass and overall sound quality. 
Automated screen distortion 
correction via app and stream and 
share features, Screen sharing 
function (client), A/V mute, Copy 
OSD settings, Quick corner 
correction, PC-free presentation, 
Split screen up to 2 sources, Auto 
source search, Padlock, Security 
cable hole, Kensington lock, 
Wireless LAN unit lock, Password 
protection

Optional wall and ceiling mounts, 
21:9 optional output, Improved 
audio chamber for improved 
bass and overall sound quality. 
Automated screen distortion 
correction via app and stream and 
share features, Screen sharing 
function (client), A/V mute, Copy 
OSD settings, Quick corner 
correction, PC-free presentation, 
Split screen up to 2 sources, Auto 
source search, Padlock, Security 
cable hole, Kensington lock, 
Wireless LAN unit lock, Password 
protection

Stream and share features, 21:9 
display, A/V mute, Copy OSD 
settings, Quick corner correction, 
PC-free presentation, Padlock, 
Security cable hole, Kensington 
lock, Wireless LAN unit lock, 
Password protection, optional 
carry case, Optional wall mount or 
ceiling mount

Edge-blending, 16:6 display, 21:9 
display, PC-free, A/V mute slide, 
Horizontal keystone slider, Quick 
corner correction, PC-free, Split 
screen - up to 4 sources, Auto 
source search, QR code function, 
Kensington lock, Padlock, 
Security cable hole, Wireless 
LAN security, Content playback, 
Password protection, DICOM 
SIM, includes cable cover, VESA 
mount, Optional carry case

Noise (dB) normal/eco 36/27 38/27 38/27 37/27 37/27 

Weight (kg) 9.2 12.2 12.2 4.6 4.2

Dimensions exc. feet
(W × D × H mm) 458 × 210 × 375 695 × 341 × 145 695 × 341 × 145 325 × 337 × 90 325 × 299 × 90 

Power consumption
normal/eco 366W/262W 380W/286W 380W/286W 260W/191W 260W/191W

Power consumption standby, 
comm. off 0.5W 0.4W 0.4W 0.5W 0.5W

Standard interchangeable lens 
included N/A N/A N/A N/A N/A

Warranty 5 years/12,000hrs 5 years/12,000hrs 5 years/12,000hrs 5 years/12,000hrs 5 years/12,000hrs
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Model EB-L265F EB-L520U EB-L530U EB-L570U EB-L630SU

Resolution Full HD (1920 × 1080) WUXGA (1920 × 1200) WUXGA (1920 × 1200) 4KE (WUXGA) WUXGA (1920 × 1200)

Native aspect 16:9 (supports 16:6 and 21:9) 16:10 16:10 16:10 16:10

Colour Light Output (lumens) 
normal/eco 4,600/3,200 5,200/3,640 5,200/3,640 5,200/3,640 6,000/4,200

Contrast ratio Over 5,000,000:1 Over 5,000,000:1 Over 5,000,000:1 Over 5,000,000:1 Over 5,000,000:1

Lightsource Laser Laser Laser Laser Laser

Lightsource life (hours) 
normal/eco 20,000/30,000 20,000/30,000 20,000/30,000 20,000/30,000 20,000/30,000

Throw ratio in native aspect 1.32 - 2.12:1 1.35 - 2.20:1 1.35 - 2.20:1 1.35 - 2.20:1 0.8:1

Scalable image size (diagonal) 31 - 310" 50 - 500" 50 - 500" 50 - 500" 50 - 200"

Zoom Optical ×1.62 Optical ×1.6 Optical ×1.6 Optical ×1.6 Digital ×1.35

Vertical keystone
Horizontal keystone

Automatic ±30° 
Automatic ±30°

Manual ±30° 
Manual ±30°

Manual ±30° 
Manual ±30°

Manual ±30° 
Manual ±30°

Manual ±30° 
Manual ±30°

Lens shift N/A N/A ± 50% Vertical 
± 20% Horizontal

± 50% Vertical 
± 20% Horizontal

± 50% Vertical 
± 20% Horizontal

Speaker output 16W 10W 10W 10W 10W

Connectivity

VGA in, VGA out, HDMI ×2, 
Composite, USB Type A ×1, 
USB Type B, RS-232C, Screen 
Mirroring (Miracast)

VGA in ×2, VGA out, HDMI in ×2, 
HDBaseT, Miracast (when use 
ELPAP11), USB Type A, USB 
Type B, RS-232C

HDMI in ×2, HDMI out, HDBaseT, 
VGA in ×2, VGA out, RS-232C, 
USB Type A ×2, USB Type B, 
Screen Mirroring (Miracast)

HDMI in ×2, HDMI out, HDBaseT,  
RS-232C, USB Type A (2A),  
USB Type B

HDMI in ×2, HDMI out, HDBaseT, 
VGA in ×2, VGA out, RS-232C, 
USB Type A ×2, USB Type B, 
Screen Mirroring (Miracast)

Audio connectivity Stereo mini in ×2, RCA pair in, 
Stereo mini out Stereo mini out, Stereo mini in (2×) Stereo mini in ×2, Stereo mini out Stereo mini out Stereo mini in ×2, Stereo mini out

Networking LAN (RJ45), built-in wireless 
LAN unit

LAN (RJ45) and optional wireless 
LAN unit

LAN (RJ45), built-in wireless 
LAN unit

LAN (RJ45), optional wireless 
LAN unit

LAN (RJ45), built-in wireless 
LAN unit

Epson software solutions

Epson iProjection (Windows/Mac), 
Epson iProjection App for iOS, 
Android and Chromebook, Epson 
Projector Management, Epson 
Projector Content Manager, Epson 
Creative Projection for iOS

Epson iProjection (Windows/Mac), 
Epson iProjection App for iOS, 
Android and Chromebook, Epson 
Projector Management, Epson 
Projector Content Manager

Epson iProjection (Windows/Mac), 
Epson iProjection App for iOS, 
Android and Chromebook, Epson 
Projector Professional Tool, Epson 
Projector Management, Epson 
Projector Content Manager, Epson 
Creative Projection 

Epson Projector Management 
(Windows), Epson iProjection 
(Windows/Mac/iOS/Android/
Chrome), Epson Projector 
Professional Tool (Windows/ Mac), 
Epson Projector Content Manager 
(Windows/Mac), Epson Creative 
Projection (iOS)

Epson iProjection (Windows/Mac), 
Epson iProjection App for iOS, 
Android and Chromebook, Epson 
Projector Professional Tool, Epson 
Projector Management, Epson 
Projector Content Manager, 
Epson Creative Projection

Other features

Optional mount, Edge blending, 
16:6 display, Stream and share 
features, Screen sharing function 
(client), A/V mute, Copy OSD 
settings, Quick corner correction, 
PC-free presentation, Split screen 
up to 4 sources, Auto source 
search, Padlock, Security cable 
hole, Kensington lock, Password 
protection,  Content playback, 
Floor & ceiling installation, lighting 
track installation

A/V mute, Arc correction, Edge 
blending, PC Free, Quick corner, 
Screen share, Source function, 
Ultra-wide display (16:6), Home 
Screen, A/V mute, Split screen 
- up to 4 sources, Auto power 
on, Auto source search, Quick 
startup, Padlock, Security cable 
hole, Kensington lock, 360° 
installation, Wireless LAN unit lock

A/V mute, USB content playback 
for source-free signage, Edge 
blending, Daisy chain multi-
projection, Point and Arc 
correction, Schedule function, 
Split screen, Auto source search, 
Copy OSD settings, Padlock, 
Security cable hole, Kensington 
lock, 360° installation, Cable 
cover included

4K enhancement, A/V mute, Edge 
blending, Point correction, Quick 
Corner, Curved surface correction, 
Corner wall, Geometry correction 
memory, Schedule setting, Split 
screen, Source search, Padlock & 
Security Cable Hole, Kensington 
Lock, Wireless LAN Unit Lock, 
PC Free (Still image/ Movie), 
Copy OSD settings, Projector 
Control and Management, 360° 
installation, Cable cover included, 
Optional camera for simple 
stacking and blending

A/V mute, USB content playback 
for source-free signage, Edge 
blending, Daisy chain multi-
projection, Point and Arc 
correction, Schedule function, 
Split screen, Auto source search, 
Copy OSD settings, Padlock, 
Security cable hole, Kensington 
lock, 360° installation, Cable 
cover included

Noise (dB) normal/eco 37/27  31/23 31/23 31/23 38/27

Weight (kg) 4.2 7.7 8.2 8.3 8.4

Dimensions exc. feet
(W × D × H mm) 325 × 299 × 90 440 × 304 × 122 440 × 304 × 122 440 × 304 × 122 440 × 304 × 122 

Power consumption
normal/eco 260W/191W 293W/223W 293W/223W 312W/234W 345W/258W

Power consumption standby, 
comm. off 0.5W 0.3W 0.3W 0.5W 0.3W

Standard interchangeable lens 
included N/A N/A N/A N/A N/A

Warranty 5 years/12,000hrs 3 years 3 years 3 years 3 years
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Model EB-L630U EB-L635SU EB-L720U EB-L730U EB-L735U

Resolution WUXGA (1920 × 1200) WUXGA (1920 × 1200) WUXGA (1920 × 1200) WUXGA (1920 × 1200) WUXGA (1920 × 1200)

Native aspect 16:10 16:10 16:10 16:10 16:10

Colour Light Output (lumens) 
normal/eco 6,200/4,340 6,000/4,200 7,000/4,900 7,000/4,900 7,000/4,900

Contrast ratio Over 5,000,000:1 Over 5,000,000:1 Over 5,000,000:1 Over 5,000,000:1 Over 5,000,000:1

Lightsource Laser Laser Laser Laser Laser

Lightsource life (hours) 
normal/eco 20,000/30,000 20,000/30,000 20,000/30,000 20,000/30,000 20,000/30,000

Throw ratio in native aspect 1.35 - 2.20:1 0.8:1 1.35 - 2.20:1 1.35 - 2.20:1 1.35 - 2.20:1

Scalable image size (diagonal) 50 - 500" 50 - 200" 50 - 500" 50 - 500" 50 - 500"

Zoom Optical ×1.6 Digital ×1.35 Optical ×1.6 Optical ×1.6 Optical ×1.6

Vertical keystone
Horizontal keystone

Manual ±30° 
Manual ±30°

Manual ±30° 
Manual ±30°

Manual ±30° 
Manual ±30°

Manual ±30° 
Manual ±30°

Manual ±30° 
Manual ±30°

Lens shift ± 50% Vertical 
± 20% Horizontal

± 50% Vertical 
± 20% Horizontal N/A ± 50% Vertical 

± 20% Horizontal
± 50% Vertical 
± 20% Horizontal

Speaker output 10W 10W 10W 10W 10W

Connectivity

HDMI in ×2, HDMI out, HDBaseT, 
VGA in ×2, VGA out, RS-232C, 
USB Type A ×2, USB Type B, 
Screen Mirroring (Miracast)

HDMI in ×2, HDMI out, HDBaseT, 
VGA in ×2, VGA out, RS-232C, 
USB Type A ×2, USB Type B, 
Screen Mirroring (Miracast)

VGA in ×2, VGA out, HDMI in ×2, 
HDBaseT, Miracast (when use 
ELPAP11), USB Type A, USB 
Type B, RS-232C 

HDMI in ×2, HDMI out, HDBaseT, 
VGA in ×2, VGA out, RS-232C, 
USB Type A ×2, USB Type B, 
Screen Mirroring (Miracast)

HDMI in ×2, HDMI out, HDBaseT, 
VGA in ×2, VGA out, RS-232C, 
USB Type A ×2, USB Type B, 
Screen Mirroring (Miracast)

Audio connectivity Stereo mini in ×2, Stereo mini out Stereo mini in ×2, Stereo mini out Stereo mini out, Stereo mini in (2×) Stereo mini in ×2, Stereo mini out Stereo mini in ×2, Stereo mini out

Networking LAN (RJ45), built-in wireless 
LAN unit

LAN (RJ45), built-in wireless 
LAN unit

LAN (RJ45) and optional wireless 
LAN unit

LAN (RJ45), built-in wireless 
LAN unit

LAN (RJ45), built-in wireless 
LAN unit

Epson software solutions

Epson iProjection (Windows/
Mac), Epson iProjection App for 
iOS, Android and Chromebook, 
Epson Projector Professional 
Tool, Epson Projector 
Management, Epson Projector 
Content Manager, Epson Creative 
Projection

Epson iProjection (Windows/
Mac), Epson iProjection App for 
iOS, Android and Chromebook, 
Epson Projector Professional 
Tool, Epson Projector 
Management, Epson Projector 
Content Manager, Epson Creative 
Projection

Epson iProjection (Windows/
Mac), Epson iProjection App for 
iOS, Android and Chromebook, 
Epson Projector Management, 
Epson Projector Content Manager

Epson iProjection (Windows/Mac), 
Epson iProjection App for iOS, 
Android and Chromebook, Epson 
Projector Professional Tool, Epson 
Projector Management, Epson 
Projector Content Manager, 
Epson Creative Projection

Epson iProjection (Windows/
Mac), Epson iProjection App for 
iOS, Android and Chromebook, 
Epson Projector Professional 
Tool, Epson Projector 
Management, Epson Projector 
Content Manager, Epson Creative 
Projection

Other features

A/V mute, USB content playback 
for source-free signage, Edge 
blending, Daisy chain multi-
projection, Point and Arc 
correction, Schedule function, 
Split screen, Auto source search, 
Copy OSD settings, Padlock, 
Security cable hole, Kensington 
lock, 360° installation, Cable 
cover included

A/V mute, USB content playback 
for source-free signage, Edge 
blending, Daisy chain multi-
projection, Point and Arc 
correction, Schedule function, 
Split screen, Auto source search, 
Copy OSD settings, Padlock, 
Security cable hole, Kensington 
lock, 360° installation, Cable 
cover included

A/V mute, Arc correction, Edge 
blending, PC Free, Quick corner, 
Screen share, Source function, 
Ultra-wide display (16:6), Home 
Screen, A/V mute, Split screen 
- up to 4 sources, Auto power 
on, Auto source search, Quick 
startup, Padlock, Security cable 
hole, Kensington lock, 360° 
installation, Wireless LAN unit lock

A/V mute, USB content playback 
for source-free signage, Edge 
blending, Daisy chain multi-
projection, Point and Arc 
correction, Schedule function, 
Split screen, Auto source search, 
Copy OSD settings, Padlock, 
Security cable hole, Kensington 
lock, 360° installation, Cable 
cover included

A/V mute, USB content playback 
for source-free signage, Edge 
blending, Daisy chain multi-
projection, Point and Arc 
correction, Schedule function, 
Split screen, Auto source search, 
Copy OSD settings, Padlock, 
Security cable hole, Kensington 
lock, 360° installation, Cable cover 
included

Noise (dB) normal/eco 38/27 38/27 39/27 38/27 38/27

Weight (kg) 8.4 8.4 7.8 8.4 8.4

Dimensions exc. feet
(W × D × H mm) 440 × 304 × 122 440 × 304 × 122 440 × 304 × 122 440 × 304 × 122 440 × 304 × 122 

Power consumption
normal/eco 345W/258W 345W/258W 345W/258W 345W/258W 345W/258W

Power consumption standby, 
comm. off 0.3W 0.3W 0.3W 0.3W 0.3W

Standard interchangeable lens 
included N/A N/A N/A N/A N/A

Warranty 3 years 3 years 3 years 3 years 3 years
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Model EB-L770U EB-L775U EB-PU1006W EB-PU1007W EB-PU1007B

Resolution 4KE (WUXGA) 4KE (WUXGA) WUXGA (1920 × 1200) WUXGA (1920 × 1200) WUXGA (1920 × 1200)

Native aspect 16:10 16:10 16:10 16:10 16:10

Colour Light Output (lumens) 
normal/eco 7,000/4,900 7,000/4,900 6,000/4,200 7,000/4,900 7,000/4,900

Contrast ratio Over 5,000,000:1 Over 5,000,000:1 Over 5,000,000:1 Over 5,000,000:1 Over 5,000,000:1

Lightsource Laser Laser Laser Laser Laser

Lightsource life (hours) 
normal/eco 20,000/30,000 20,000/30,000 20,000/30,000 20,000/30,000 20,000/30,000

Throw ratio in native aspect 1.35 - 2.20:1 1.35 - 2.20:1 1.44 - 2.32:1 1.44 - 2.32:1 1.44 - 2.32:1

Scalable image size (diagonal) 50 - 500" 50 - 500" 50 - 1,000" 50 - 1,000" 50 - 1,000"

Zoom Optical ×1.6 Optical ×1.6 Optical ×1.6 Optical ×1.6 Optical ×1.6

Vertical keystone
Horizontal keystone

Manual ±30° 
Manual ±30°

Manual ±30° 
Manual ±30°

Manual ±45° 
Manual ±30°

Manual ±45° 
Manual ±30°

Manual ±45° 
Manual ±30°

Lens shift ± 50% Vertical 
± 20% Horizontal

± 50% Vertical 
± 20% Horizontal

± 67% Vertical 
± 30% Horizontal

± 67% Vertical 
± 30% Horizontal

± 67% Vertical 
± 30% Horizontal

Speaker output 10W 10W N/A N/A N/A

Connectivity

HDMI in ×2, HDMI out, HDBaseT,  
RS-232C, USB Type A (2A),  
USB Type B

HDMI in ×2, HDMI out, HDBaseT, 
RS-232C, USB Type A (2A), USB 
Type B

HDMI in (HDCP 2.3), DVI in, 
HDBaseT, VGA in, RS-232C, USB 
Type A, USB Type B (Service only), 
Remote, NFC

HDMI in (HDCP 2.3), DVI in, 
HDBaseT, VGA in, RS-232C, USB 
Type A, USB Type B (Service only), 
Remote, NFC

HDMI in (HDCP 2.3), DVI in, 
HDBaseT, VGA in, RS-232C, USB 
Type A, USB Type B (Service only), 
Remote, NFC

Audio connectivity Stereo mini out Stereo mini out Stereo mini out Stereo mini out Stereo mini out

Networking LAN (RJ45), optional wireless 
LAN unit

LAN (RJ45), optional wireless 
LAN unit

LAN (RJ45) and optional wireless 
LAN unit

LAN (RJ45) and optional wireless 
LAN unit

LAN (RJ45) and optional wireless 
LAN unit

Epson software solutions

Epson Projector Management 
(Windows), Epson iProjection 
(Windows/Mac/iOS/Android/
Chrome), Epson Projector 
Professional Tool (Windows/ 
Mac), Epson Projector Content 
Manager (Windows/Mac), Epson 
Creative Projection (iOS)

Epson Projector Management 
(Windows), Epson iProjection 
(Windows/Mac/iOS/Android/
Chrome), Epson Projector 
Professional Tool (Windows/ 
Mac), Epson Projector Content 
Manager (Windows/Mac), Epson 
Creative Projection (iOS)

Epson iProjection (Windows/
Mac), Epson iProjection App for 
iOS, Android and Chromebook, 
Epson Projector Professional Tool, 
Epson Projector Management, 
Epson Projector Content Manager, 
Epson Creative Projection, Epson 
Projector Config Tool

Epson iProjection (Windows/
Mac), Epson iProjection App for 
iOS, Android and Chromebook, 
Epson Projector Professional Tool, 
Epson Projector Management, 
Epson Projector Content Manager, 
Epson Creative Projection, Epson 
Projector Config Tool

Epson iProjection (Windows/Mac), 
Epson iProjection App for iOS, 
Android and Chromebook, Epson 
Projector Professional Tool, Epson 
Projector Management, Epson 
Projector Content Manager, 
Epson Creative Projection, Epson 
Projector Config Tool

Other features

4K enhancement, A/V mute, Edge 
blending, Point correction, Quick 
Corner, Curved surface correction, 
Corner wall, Geometry correction 
memory, Schedule setting, Split 
screen, Source search, Padlock & 
Security Cable Hole, Kensington 
Lock, Wireless LAN Unit Lock, 
PC Free (Still image/ Movie), 
Copy OSD settings, Projector 
Control and Management, 360° 
installation, Cable cover included, 
Optional camera for simple 
stacking and blending

4K enhancement, A/V mute, Edge 
blending, Point correction, Quick 
Corner, Curved surface correction, 
Corner wall, Geometry correction 
memory, Schedule setting, Split 
screen, Source search, Padlock & 
Security Cable Hole, Kensington 
Lock, Wireless LAN Unit Lock, 
PC Free (Still image/ Movie), 
Copy OSD settings, Projector 
Control and Management, 360° 
installation, Cable cover included, 
Optional camera for simple 
stacking and blending

4K enhancement, HDR support, 
Powered zoom, Focus and 
lens shift, Lens memory, 
Interchangeable lens options 
including zero offset UST lens, 
Optional camera, Portrait 
projection, 21:9 display, A/V 
mute, USB content playback 
for source-free signage, Edge 
blending, Point correction, 
Curved surface and corner wall 
correction, 360° installation

4K enhancement, HDR support, 
Powered zoom, Focus and 
lens shift, Lens memory, 
Interchangeable lens options 
including zero offset UST lens, 
Optional camera, Portrait 
projection, 21:9 display, A/V 
mute, USB content playback 
for source-free signage, Edge 
blending, Point correction, 
Curved surface and corner wall 
correction, 360° installation

4K enhancement, HDR support, 
Powered zoom, Focus and 
lens shift, Lens memory, 
Interchangeable lens options 
including zero offset UST lens, 
Optional camera, Portrait 
projection,  21:9 display, A/V 
mute, USB content playback 
for source-free signage, Edge 
blending, Point correction, 
Curved surface and corner wall 
correction, 360° installation

Noise (dB) normal/eco 38/27 38/27 30/28 33/29 33/29

Weight (kg) 8.5 8.5 15.4 16.3 16.3

Dimensions exc. feet
(W × D × H mm) 440 × 304 × 122 440 × 304 × 122 545 × 436 × 164 545 × 436 × 164 545 × 436 × 164

Power consumption
normal/eco 366W/268W 366W/268W 367W/310W 431W/366W 431W/366W

Power consumption standby, 
comm. off 0.5W 0.5W 0.5W 0.5W 0.5W

Standard interchangeable lens 
included N/A N/A No No No

Warranty 3 years 3 years 3 years 3 years 3 years

Specifications vary by lens, please refer to lens specifications.
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Model EB-PU1008W EB-PU1008B EB-PU2010W EB-PU2010B EB-PU2113W

Resolution WUXGA (1920 × 1200) WUXGA (1920 × 1200) WUXGA (1920 × 1200) WUXGA (1920 × 1200) WUXGA (1920 × 1200)

Native aspect 16:10 16:10 16:10 16:10 16:10

Colour Light Output (lumens) 
normal/eco 8,500/5,950 8,500/5,950 10,000/7,000 10,000/7,000 13,000/9,100

Contrast ratio Over 5,000,000:1 Over 5,000,000:1 Over 5,000,000:1 Over 5,000,000:1 Over 5,000,000:1

Lightsource Laser Laser Laser Laser Laser

Lightsource life (hours) 
normal/eco 20,000/30,000 20,000/30,000 20,000/30,000 20,000/30,000 20,000/30,000

Throw ratio in native aspect 1.44 - 2.32:1 1.44 - 2.32:1 1.57 - 2.56:1 1.57 - 2.56:1 1.57 - 2.56:1

Scalable image size (diagonal) 50 - 1,000" 50 - 1,000" 60 - 1,000" 60 - 1,000" 60 - 1,000"

Zoom Optical ×1.6 Optical ×1.6 Optical ×1.6 Optical ×1.6 Optical ×1.6

Vertical keystone
Horizontal keystone

Manual ±45° 
Manual ±30°

Manual ±45° 
Manual ±30°

Manual ±45° 
Manual ±30°

Manual ±45° 
Manual ±30°

Manual ±45° 
Manual ±30°

Lens shift ± 67% Vertical 
± 30% Horizontal

± 67% Vertical 
± 30% Horizontal

± 60% Vertical 
± 18% Horizontal

± 60% Vertical 
± 18% Horizontal

± 60% Vertical 
± 18% Horizontal

Speaker output N/A N/A N/A N/A N/A

Connectivity

HDMI in (HDCP 2.3), DVI in, 
HDBaseT, VGA in, RS-232C, 
USB Type A, USB Type B (Service 
only), Remote, NFC

HDMI in (HDCP 2.3), DVI in, 
HDBaseT, VGA in, RS-232C, 
USB Type A, USB Type B (Service 
only), Remote, NFC

HDMI in (HDCP 2.3), DVI in, 
HDBaseT, SDI in, SDI out, VGA in, 
RS-232C, USB Type A, USB Type 
B (Service only), Remote, NFC

HDMI in (HDCP 2.3), DVI in, 
HDBaseT, SDI in, SDI out, VGA in, 
RS-232C, USB Type A, USB Type 
B (Service only), Remote, NFC

HDMI in (HDCP 2.3), DVI in, 
HDBaseT, VGA in, RS-232C,  
USB Type A ×2, USB Type B 
(Service only), Remote, NFC

Audio connectivity Stereo mini out Stereo mini out Stereo mini out Stereo mini out Stereo mini out

Networking LAN (RJ45) and optional wireless 
LAN unit

LAN (RJ45) and optional wireless 
LAN unit

LAN (RJ45) and optional wireless 
LAN unit

LAN (RJ45) and optional wireless 
LAN unit

LAN (RJ45) and optional wireless 
LAN unit

Epson software solutions

Epson iProjection (Windows/Mac), 
Epson iProjection App for iOS, 
Android and Chromebook, Epson 
Projector Professional Tool, Epson 
Projector Management, Epson 
Projector Content Manager, 
Epson Creative Projection, Epson 
Projector Config Tool

Epson iProjection (Windows/Mac), 
Epson iProjection App for iOS, 
Android and Chromebook, Epson 
Projector Professional Tool, Epson 
Projector Management, Epson 
Projector Content Manager, 
Epson Creative Projection, Epson 
Projector Config Tool

Epson iProjection (Windows/Mac), 
Epson iProjection App for iOS, 
Android and Chromebook, Epson 
Projector Professional Tool, Epson 
Projector Management, Epson 
Projector Content Manager, 
Epson Creative Projection, Epson 
Projector Config Tool

Epson iProjection (Windows/Mac), 
Epson iProjection App for iOS, 
Android and Chromebook, Epson 
Projector Professional Tool, Epson 
Projector Management, Epson 
Projector Content Manager, 
Epson Creative Projection, Epson 
Projector Config Tool

Epson iProjection (Windows/
Mac), Epson iProjection App for 
iOS, Android and Chromebook, 
Epson Projector Professional Tool, 
Epson Projector Management, 
Epson Projector Content 
Manager, Epson Creative 
Projection, Epson Projector 
Config Tool

Other features

4K enhancement, HDR support, 
Powered zoom, Focus and 
lens shift, Lens memory, 
Interchangeable lens options 
including zero offset UST lens, 
Optional camera, Portrait 
projection,  21:9 display, A/V 
mute, USB content playback 
for source-free signage, Edge 
blending, Point correction, 
Curved surface and corner wall 
correction, 360° installation

4K enhancement, HDR support, 
Powered zoom, Focus and 
lens shift, Lens memory, 
Interchangeable lens options 
including zero offset UST lens, 
Optional camera, Portrait 
projection, 21:9 display, A/V mute, 
USB content playback for source-
free signage, Edge blending, 
Point correction, Curved surface 
and corner wall correction, 360° 
installation

4K enhancement, HDR support, 
Powered zoom, Focus and 
lens shift, Lens memory, 
Interchangeable lens options 
including zero offset UST 
lens, Optional camera, Daisy 
chain multi-projection, Portrait 
projection, 21:9 display, A/V mute, 
USB content playback for source-
free signage, Edge blending, 
Point correction, Curved surface 
and corner wall correction, 360° 
installation 

4K enhancement, HDR support, 
Powered zoom, Focus and 
lens shift, Lens memory, 
Interchangeable lens options 
including zero offset UST 
lens, Optional camera, Daisy 
chain multi-projection, Portrait 
projection, 21:9 display, A/V mute, 
USB content playback for source-
free signage, Edge blending, 
Point correction, Curved surface 
and corner wall correction, 360° 
installation 

4K enhancement, HDR support, 
Powered zoom, Focus and 
lens shift, Lens memory, 
Interchangeable lens options 
including zero offset UST lens, 
Optional camera, Portrait 
projection,  21:9 display, A/V 
mute, USB content playback 
for source-free signage, Edge 
blending, Point correction, 
Curved surface and corner wall 
correction, 360° installation, IP5X 
certified7

Noise (dB) normal/eco 35/30 35/30 37/30 37/30 34/29

Weight (kg) 16.3 16.3 16.8 16.8 23.8

Dimensions exc. feet
(W × D × H mm) 545 × 436 × 164 545 × 436 × 164 545 × 436 × 164 545 × 436 × 164 586 × 492 × 185 

Power consumption
normal/eco 535W/452W 535W/452W 535W/452W 535W/452W 864W/633W

Power consumption standby, 
comm. off 0.5W 0.5W 0.5W 0.5W 0.5W

Standard interchangeable lens 
included No No No No No

Warranty 3 years 3 years 3 years 3 years 3 years

Specifications vary by lens, please refer to lens specifications. 
7 IP5X certified in accordance with IEC Standard 60529. The IP5X certification is applied to the optical engine and light source module.
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Model EB-PU2213B EB-PU2116W EB-PU2216B EB-PU2120W EB-PU2220B

Resolution WUXGA (1920 × 1200) WUXGA (1920 × 1200) WUXGA (1920 × 1200) WUXGA (1920 × 1200) WUXGA (1920 × 1200)

Native aspect 16:10 16:10 16:10 16:10 16:10

Colour Light Output (lumens) 
normal/eco 13,000/9,100 16,000/11,200 16,000/11,200 20,000/14,000 20,000/14,000

Contrast ratio Over 5,000,000:1 Over 5,000,000:1 Over 5,000,000:1 Over 5,000,000:1 Over 5,000,000:1

Lightsource Laser Laser Laser Laser Laser

Lightsource life (hours) 
normal/eco 20,000/30,000 20,000/30,000 20,000/30,000 20,000/30,000 20,000/30,000

Throw ratio in native aspect 1.57 - 2.56:1 1.57 - 2.56:1 1.57 - 2.56:1 1.57 - 2.56:1 1.57 - 2.56:1

Scalable image size (diagonal) 60 - 1,000" 60 - 1,000" 60 - 1,000" 60 - 1,000" 60 - 1,000"

Zoom Optical ×1.6 Optical ×1.6 Optical ×1.6 Optical ×1.6 Optical ×1.6 

Vertical keystone
Horizontal keystone

Manual ±45° 
Manual ±30°

Manual ±45° 
Manual ±30°

Manual ±45° 
Manual ±30°

Manual ±45° 
Manual ±30°

Manual ±45° 
Manual ±30°

Lens shift ± 60% Vertical 
± 18% Horizontal

± 60% Vertical 
± 18% Horizontal

± 60% Vertical 
± 18% Horizontal

± 60% Vertical 
± 18% Horizontal

± 60% Vertical 
± 18% Horizontal

Speaker output N/A N/A N/A N/A N/A

Connectivity

HDMI in (HDCP 2.3), DVI in, 
HDBaseT, SDI in, SDI out, VGA in, 
RS-232C, USB Type A ×2, USB 
Type B (Service only), Remote, 
NFC

HDMI in (HDCP 2.3), DVI in, 
HDBaseT, VGA in, RS-232C, USB 
Type A ×2, USB Type B (Service 
only), Remote, NFC

HDMI in (HDCP 2.3), DVI in, 
HDBaseT, SDI in, SDI out, VGA in, 
RS-232C, USB Type A ×2, USB 
Type B (Service only), Remote, 
NFC

HDMI in (HDCP 2.3), DVI in, 
HDBaseT, VGA in, RS-232C, 
USB Type A ×2, USB Type B 
(Service only), Remote, NFC

HDMI in (HDCP 2.3), DVI in, 
HDBaseT, SDI in, SDI out, VGA 
in, RS-232C, USB Type A ×2, 
USB Type B (Service only), 
Remote, NFC

Audio connectivity Stereo mini out Stereo mini out Stereo mini out Stereo mini out Stereo mini out

Networking LAN (RJ45) and optional wireless 
LAN unit

LAN (RJ45) and optional wireless 
LAN unit

LAN (RJ45) and optional wireless 
LAN unit

LAN (RJ45) and optional wireless 
LAN unit

LAN (RJ45) and optional wireless 
LAN unit

Epson software solutions

Epson iProjection 
(Windows/Mac), Epson 
iProjection App for iOS, Android 
and Chromebook, Epson 
Projector Professional Tool, Epson 
Projector Management, 
Epson Projector Content 
Manager, Epson Creative 
Projection, Epson Projector 
Config Tool

Epson iProjection 
(Windows/Mac), Epson 
iProjection App for iOS, Android 
and Chromebook, Epson 
Projector Professional Tool, Epson 
Projector Management, Epson 
Projector Content 
Manager, Epson Creative 
Projection, Epson Projector 
Config Tool

Epson iProjection 
(Windows/Mac), Epson 
iProjection App for iOS, Android 
and Chromebook, Epson 
Projector Professional Tool, Epson 
Projector Management, 
Epson Projector Content 
Manager, Epson Creative 
Projection, Epson Projector 
Config Tool

Epson iProjection 
(Windows/Mac), Epson 
iProjection App for iOS, Android 
and Chromebook, Epson 
Projector Professional Tool, Epson 
Projector Management, 
Epson Projector Content 
Manager, Epson Creative 
Projection, Epson Projector 
Config Tool

Epson iProjection 
(Windows/Mac), Epson 
iProjection App for iOS, Android 
and Chromebook, Epson 
Projector Professional Tool, Epson 
Projector Management, 
Epson Projector Content 
Manager, Epson Creative 
Projection, Epson Projector 
Config Tool

Other features

4K enhancement, HDR support, 
Powered zoom, Focus and 
lens shift, Lens memory, 
Interchangeable lens options 
including zero offset UST lens, 
Optional camera, Daisy chain 
multi-projection, Mechanical 
shutter, Portrait projection, 21:9 
display, A/V mute, USB 
content playback for source-free 
signage, Edge blending, Point 
correction, Curved surface and 
corner wall correction, 360° 
installation, IP5X certified7

4K enhancement, HDR support, 
Powered zoom, Focus and 
lens shift, Lens memory, 
Interchangeable lens options 
including zero offset UST lens, 
Optional camera, Portrait 
projection, 21:9 display, A/V 
mute, USB content playback 
for source-free signage, Edge 
blending, Point correction, 
Curved surface and corner wall 
correction, 360° installation, IP5X 
certified7

4K enhancement, HDR support, 
Powered zoom, Focus and 
lens shift, Lens memory, 
Interchangeable lens options 
including zero offset UST lens, 
Optional camera, Daisy chain  
multi-projection, Mechanical 
shutter, Portrait projection, 21:9 
display, A/V mute, USB content 
playback for source-free signage, 
Edge blending, Point correction, 
Curved surface and corner wall 
correction, 360° installation, IP5X 
certified7

4K enhancement, HDR support, 
Powered zoom, Focus and 
lens shift, Lens memory, 
Interchangeable lens options 
including zero offset UST lens, 
Optional camera, Portrait 
projection,  21:9 display, A/V 
mute, USB content playback 
for source-free signage, Edge 
blending, Point correction, 
Curved surface and corner wall 
correction, 360° installation, IP5X 
certified7

4K enhancement, HDR support, 
Powered zoom, Focus and 
lens shift, Lens memory, 
Interchangeable lens options 
including zero offset UST 
lens, Optional camera, Daisy 
chain multi-projection, Portrait 
projection, Mechanical shutter, 
21:9 display, A/V mute, USB 
content playback for source-free 
signage, Edge blending, Point 
correction, Curved surface and 
corner wall correction, 360° 
installation, IP5X certified7

Noise (dB) normal/eco 34/29 38/34 38/34 45/37 45/37

Weight (kg) 23.7 24.3 24.2 24.4 24.4

Dimensions exc. feet
(W × D × H mm) 586 × 492 × 185 586 × 492 × 185 586 × 492 × 185 586 × 492 × 185 586 × 492 × 185 

Power consumption
normal/eco 864W/633W 1083W/773W 1083W/773W 1301W/899W 1301W/899W

Power consumption standby, 
comm. off 0.5W 0.5W 0.5W 0.5W 0.5W

Standard interchangeable lens 
included No No No No No

Warranty 3 years 3 years 3 years 3 years 3 years

Specifications vary by lens, please refer to lens specifications. 
7 IP5X certified in accordance with IEC Standard 60529. The IP5X certification is applied to the optical engine and light source module.
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Model EB-PQ2008W EB-PQ2008B EB-PQ2010W EB-PQ2010B EB-PQ2213B

Resolution 4K (3840 × 2160)8 4K (3840 × 2160)8 4K (3840 × 2160)8 4K (3840 × 2160)8 4K (3840 × 2160)8

Native aspect 16:9 16:9 16:9 16:9 16:9

Colour Light Output (lumens) 
normal/eco 8,000/5,600 8,000/5,600 10,000/7,000 10,000/7,000 13,000/9,100

Contrast ratio Over 5,000,000:1 Over 5,000,000:1 Over 5,000,000:1 Over 5,000,000:1 Over 5,000,000:1

Lightsource Laser Laser Laser Laser Laser

Lightsource life (hours) 
normal/eco 20,000/30,000 20,000/30,000 20,000/30,000 20,000/30,000 20,000/30,000

Throw ratio in native aspect 1.52 - 2.47:1 1.52 - 2.47:1 1.52 - 2.47:1 1.52 - 2.47:1 1.52 - 2.47:1

Scalable image size (diagonal) 60 - 1,000" 60 - 1,000" 60 - 1,000" 60 - 1,000" 60 - 1,000"

Zoom Optical ×1.6 Optical ×1.6 Optical ×1.6 Optical ×1.6 Optical ×1.6

Vertical keystone
Horizontal keystone

Manual ±45° 
Manual ±30°

Manual ±45° 
Manual ±30°

Manual ±45° 
Manual ±30°

Manual ±45° 
Manual ±30°

Manual ±45° 
Manual ±30°

Lens shift ± 58% Vertical 
± 16% Horizontal

± 58% Vertical 
± 16% Horizontal

± 58% Vertical 
± 16% Horizontal

± 58% Vertical 
± 16% Horizontal

± 58% Vertical 
± 16% Horizontal

Speaker output N/A N/A N/A N/A N/A

Connectivity

HDMI in ×2, HDMI out, HDBaseT, 
RS-232C, USB Type A ×2, USB 
Type B (Service only), Remote, 
NFC

HDMI in ×2, HDMI out, HDBaseT, 
RS-232C, USB Type A ×2, USB 
Type B (Service only), Remote, 
NFC

HDMI in ×2, HDMI out, 12G-SDI 
in, 12G-SDI out, HDBaseT, RS-
232C, USB Type A ×2, USB Type 
B (Service only), Remote, NFC

HDMI in ×2, HDMI out, 12G-SDI 
in, 12G-SDI out, HDBaseT, RS-
232C, USB Type A ×2, USB Type 
B (Service only), Remote, NFC

HDMI in ×2, HDMI out, 12G-SDI 
in, 12G-SDI out, HDBaseT, RS-
232C, USB Type A ×2, USB Type 
B (Service only), Remote, NFC

Audio connectivity Stereo mini out Stereo mini out Stereo mini out Stereo mini out Stereo mini out

Networking LAN (RJ45) and optional wireless 
LAN unit

LAN (RJ45) and optional wireless 
LAN unit

LAN (RJ45) and optional wireless 
LAN unit

LAN (RJ45) and optional wireless 
LAN unit

LAN (RJ45) and optional wireless 
LAN unit

Epson software solutions

Epson iProjection (Windows/Mac), 
Epson iProjection App for iOS, 
Android and Chromebook, Epson 
Projector Professional Tool, Epson 
Projector Management, Epson 
Projector Content Manager, 
Epson Creative Projection, Epson 
Projector Config Tool

Epson iProjection (Windows/Mac), 
Epson iProjection App for iOS, 
Android and Chromebook, Epson 
Projector Professional Tool, Epson 
Projector Management, Epson 
Projector Content Manager, 
Epson Creative Projection, Epson 
Projector Config Tool

Epson iProjection (Windows/Mac), 
Epson iProjection App for iOS, 
Android and Chromebook, Epson 
Projector Professional Tool, Epson 
Projector Management, Epson 
Projector Content Manager, 
Epson Creative Projection, Epson 
Projector Config Tool

Epson iProjection (Windows/Mac), 
Epson iProjection App for iOS, 
Android and Chromebook, Epson 
Projector Professional Tool, Epson 
Projector Management, Epson 
Projector Content Manager, 
Epson Creative Projection, Epson 
Projector Config Tool

Epson iProjection (Windows/Mac), 
Epson iProjection App for iOS, 
Android and Chromebook, Epson 
Projector Professional Tool, Epson 
Projector Management, Epson 
Projector Content Manager, 
Epson Creative Projection, Epson 
Projector Config Tool

Other features

4K Crystal Motion, HDR 
support, Powered zoom, focus 
and lens shift, Lens memory, 
Interchangeable lens options 
including zero offset UST 
lens, Optional camera, Daisy 
chain multi-projection, Portrait 
projection, 21:9 display, A/V mute, 
USB content playback for source-
free signage, Edge blending, 
Point correction, Curved surface 
and corner wall correction, 360° 
installation, Back up source 
function, 120Hz support

4K Crystal Motion, HDR 
support, Powered zoom, focus 
and lens shift, Lens memory, 
Interchangeable lens options 
including zero offset UST 
lens, Optional camera, Daisy 
chain multi-projection, Portrait 
projection, 21:9 display, A/V mute, 
USB content playback for source-
free signage, Edge blending, 
Point correction, Curved surface 
and corner wall correction, 360° 
installation, Back up source 
function, 120Hz support

4K Crystal Motion, HDR 
support, Powered zoom, focus 
and lens shift, Lens memory, 
Interchangeable lens options 
including zero offset UST 
lens, Optional camera, Daisy 
chain multi-projection, Portrait 
projection, 21:9 display, A/V mute, 
USB content playback for source-
free signage, Edge blending, 
Point correction, Curved surface 
and corner wall correction, 360° 
installation, Back up source 
function, 120Hz support

4K Crystal Motion, HDR 
support, Powered zoom, focus 
and lens shift, Lens memory, 
Interchangeable lens options 
including zero offset UST 
lens, Optional camera, Daisy 
chain multi-projection, Portrait 
projection, 21:9 display, A/V mute, 
USB content playback for source-
free signage, Edge blending, 
Point correction, Curved surface 
and corner wall correction, 360° 
installation, Back up source 
function, 120Hz support

4K Crystal Motion, HDR 
support, Powered zoom, focus 
and lens shift, Lens memory, 
Interchangeable lens options 
including zero offset UST 
lens, Optional camera, Daisy 
chain multi-projection, Portrait 
projection, Mechanical shutter, 
21:9 display, A/V mute, USB 
content playback for source-free 
signage, Edge blending, Point 
correction, Curved surface and 
corner wall correction, 360° 
installation, IP5X certified7, Back 
up source function, 120Hz 
support

Noise (dB) normal/eco 35/29 35/29 39/29 39/29 37/34

Weight (kg) 18.6 18.6 18.8 18.8 28.8

Dimensions exc. feet
(W × D × H mm) 545 × 436 × 164 545 × 436 × 164 545 × 436 × 164 545 × 436 × 164 586 × 492 × 185 

Power consumption
normal/eco 502W/410W 502W/410W 613W/483W 613W/483W 925W/666W

Power consumption standby, 
comm. off 0.5W 0.5W 0.5W 0.5W 0.5W

Standard interchangeable lens 
included No No No No No

Warranty 3 years 3 years 3 years 3 years 3 years

Specifications vary by lens, please refer to lens specifications. 
7 IP5X certified in accordance with IEC Standard 60529. The IP5X certification is applied to the optical engine and light source module.
8 Maximum physical resolution using 4K Crystal Motion technology.
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Model EB-PQ2216W EB-PQ2216B EB-PQ2220B

Resolution 4K (3840 × 2160)8 4K (3840 × 2160)8 4K (3840 × 2160)8

Native aspect 16:9 16:9 16:9

Colour Light Output (lumens) 
normal/eco 16,000/11,200 16,000/11,200 20,000/14,000

Contrast ratio Over 5,000,000:1 Over 5,000,000:1 Over 5,000,000:1

Lightsource Laser Laser Laser

Lightsource life (hours) 
normal/eco 20,000/30,000 20,000/30,000 20,000/30,000

Throw ratio in native aspect 1.52 - 2.47:1 1.52 - 2.47:1 1.52 - 2.47:1

Scalable image size (diagonal) 60 - 1,000" 60 - 1,000" 60 - 1,000"

Zoom Optical ×1.6 Optical ×1.6 Optical ×1.6

Vertical keystone
Horizontal keystone

Manual ±45° 
Manual ±30°

Manual ±45° 
Manual ±30°

Manual ±45° 
Manual ±30°

Lens shift ± 58% Vertical 
± 16% Horizontal

± 58% Vertical 
± 16% Horizontal

± 58% Vertical 
± 16% Horizontal

Speaker output N/A N/A N/A

Connectivity

HDMI in ×2, HDMI out, 12G-SDI 
in, 12G-SDI out, HDBaseT, RS-
232C, USB Type A ×2, USB Type 
B (Service only), Remote, NFC

HDMI in ×2, HDMI out, 12G-SDI 
in, 12G-SDI out, HDBaseT, RS-
232C, USB Type A ×2, USB Type 
B (Service only), Remote, NFC

HDMI in ×2, HDMI out, 12G-SDI 
in, 12G-SDI out, HDBaseT, RS-
232C, USB Type A ×2, USB Type 
B (Service only), Remote, NFC

Audio connectivity Stereo mini out Stereo mini out Stereo mini out

Networking LAN (RJ45) and optional wireless 
LAN unit

LAN (RJ45) and optional wireless 
LAN unit

LAN (RJ45) and optional wireless 
LAN unit

Epson software solutions

Epson iProjection (Windows/Mac), 
Epson iProjection App for iOS, 
Android and Chromebook, Epson 
Projector Professional Tool, Epson 
Projector Management, Epson 
Projector Content Manager, 
Epson Creative Projection, Epson 
Projector Config Tool

Epson iProjection (Windows/Mac), 
Epson iProjection App for iOS, 
Android and Chromebook, Epson 
Projector Professional Tool, Epson 
Projector Management, Epson 
Projector Content Manager, 
Epson Creative Projection, Epson 
Projector Config Tool

Epson iProjection (Windows/Mac), 
Epson iProjection App for iOS, 
Android and Chromebook, Epson 
Projector Professional Tool, Epson 
Projector Management, Epson 
Projector Content Manager, 
Epson Creative Projection, Epson 
Projector Config Tool

Other features

4K Crystal Motion, HDR 
support, Powered zoom, focus 
and lens shift, Lens memory, 
Interchangeable lens options 
including zero offset UST 
lens, Optional camera, Daisy 
chain multi-projection, Portrait 
projection, Mechanical shutter, 
21:9 display, A/V mute, USB 
content playback for source-free 
signage, Edge blending, Point 
correction, Curved surface and 
corner wall correction, 360° 
installation, IP5X certified7, Back 
up source function, 120Hz 
support

4K Crystal Motion, HDR 
support, Powered zoom, focus 
and lens shift, Lens memory, 
Interchangeable lens options 
including zero offset UST 
lens, Optional camera, Daisy 
chain multi-projection, Portrait 
projection, Mechanical shutter, 
21:9 display, A/V mute, USB 
content playback for source-free 
signage, Edge blending, Point 
correction, Curved surface and 
corner wall correction, 360° 
installation, IP5X certified7, Back 
up source function, 120Hz 
support

4K Crystal Motion, HDR 
support, Powered zoom, focus 
and lens shift, Lens memory, 
Interchangeable lens options 
including zero offset UST 
lens, Optional camera, Daisy 
chain multi-projection, Portrait 
projection, Mechanical shutter, 
21:9 display, A/V mute, USB 
content playback for source-free 
signage, Edge blending, Point 
correction, Curved surface and 
corner wall correction, 360° 
installation, IP5X certified7, Back 
up source function, 120Hz 
support

Noise (dB) normal/eco 44/36 44/36 48/39

Weight (kg) 29.2 29.2 29.2

Dimensions exc. feet
(W × D × H mm) 586 × 492 × 185  586 × 492 × 185  586 × 492 × 185 

Power consumption
normal/eco 1114W/784W 1114W/784W 1431W/975W

Power consumption standby, 
comm. off 0.5W 0.5W 0.5W

Standard interchangeable lens 
included No No No

Warranty 3 years 3 years 3 years

Specifications vary by lens, please refer to lens specifications. 
7 IP5X certified in accordance with IEC Standard 60529. The IP5X certification is applied to the optical engine and light source module.
8 Maximum physical resolution using 4K Crystal Motion technology.
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When it comes to  
projector lenses, Epson  
has a unique offering.
Choose from an extensive range of lenses covering images sizes  
up to 1000", including the unique LX ultra-short-throw lenses, ideal  
for narrow spaces, concealed projection and minimal shadows.

EB-PU2000 & EB-PQ2000 Series lens options

Epson's throw distance simulator can help you determine the optimal projector distance and screen size, visit support.epson-europe.com/TDS
ELPLW05 brightness is limited to maximum 12,000 lumens. 

Lens type Ultra-short-
throw Short throw Short throw Wide throw Wide throw Wide throw Mid throw Mid throw Mid throw Long throw

Model name ELPLX02S/
LX02WS ELPLU03S ELPLU04 ELPLW05 ELPLW08 ELPLW06 ELPLM15 ELPLM10 ELPLM11 ELPLL08

Part code V12H004X0B/
V12H004Y0B V12H004UA3 V12H004U04 V12H004W05 V12H004W08 V12H004W06 V12H004M0F V12H004M0A V12H004M0B V12H004L08

Focus/zoom type Motorised Motorised Motorised Motorised Motorised Motorised Motorised Motorised Motorised Motorised

Zoom ratio (optical) N/A 1.2× 1.2× 1.4× 1.4× 1.37× 1.6× 1.5× 1.5× 1.4×

Throw ratio

Aspect ratio

WUXGA models 16:10, 16:9 0.35:1 0.48 – 0.57:1 0.64 – 0.77:1 0.77 – 1.07:1 0.86 – 1.2:1 1.19 – 1.62:1 1.57 – 2.56:1 2.42 – 3.71:1 3.54 – 5.41:1 5.27 – 7.41:1

4K models 16:9 0.34:1 0.46 – 0.56:1 0.62 – 0.75:1 0.74 – 1.04:1 0.83 – 1.17:1 1.15 – 1.57:1 1.52 – 2.47:1 2.34 – 3.59:1 3.42 – 5.23:1 5.09 – 7.16:1

F number 1.9 2.0 – 2.26 2.0 – 2.1 2.0 – 2.22 2.0 – 2.22 1.8 – 2.26 1.8 – 2.35 1.81 – 2.4 1.81 – 2.34 1.8 – 2.45

Focal length 8.0mm 11.1 – 13.1mm 14.8 – 17.7mm 17.6 – 24.3mm 19.7 – 27.5mm 27.3 – 37.0mm 36 – 57.4mm 55.4 – 83.3mm 80.6 – 121.1mm 119 – 165.4mm

Screen size range

All models 100 – 1000 inch 80 – 1000 inch 60 – 1000 inch 60 – 1000 inch 60 – 1000 inch 60 – 1000 inch 60 – 1000 inch 60 – 1000 inch 60 – 1000 inch 60 – 1000 inch

Lens shift

WUXGA models Vertical/Horizontal +25%/±15% ±24%/±10% ±60%/±18% ±24%/±10% ±60%/±18% ±60%/±18% ±60%/±18% ±60%/±18% ±60%/±18% ±60%/±18%

4K models Vertical/Horizontal +23%/±10% ±18%/±6% ±58%/±16% ±18%/±6% ±58%/±16% ±58%/±16% ±58%/±16% ±58%/±16% ±58%/±16% ±58%/±16%

Weight 5.0 Kg 2.3 Kg 3.1 Kg 1.45 Kg 3.1 Kg 2.95 Kg 1.9 Kg 2.2 Kg 2.2 Kg 2.2 Kg

EB-PU1000 Series lens options
Lens type Ultra-short-throw Short throw Short throw Wide throw Mid throw Mid throw Mid throw Mid throw Long throw

Model name ELPLX01S/
LX01WS ELPLU03S ELPLU04 ELPLW05 ELPLM08 ELPLM15 ELPLM10 ELPLM11 ELPLL08

Part code V12H004X0A/
V12H004Y0A V12H004UA3 V12H004U04 V12H004W05 V12H004M08 V12H004M0F V12H004M0A V12H004M0B V12H004L08

Focus/zoom type Motorised Motorised Motorised Motorised Motorised Motorised Motorised Motorised Motorised

Zoom ratio (optical) N/A 1.2× 1.2× 1.4× 1.6× 1.6× 1.5× 1.5× 1.4×

Throw ratio

Aspect ratio

WUXGA models 16:10, 16:9 0.35:1 0.65 – 0.78:1 0.87 – 1.05:1 1.04 – 1.46:1 1.44 – 2.32:1 2.16 – 3.48:1 3.32 – 5.06:1 4.85 – 7.38:1 7.21 – 10.11:1

F number 1.9 2.0 – 2.26 2.0 – 2.1 2.0 – 2.22 1.65 – 2.27 1.8 – 2.51 1.84 – 2.4 1.81 – 2.34 1.8 – 2.45

Focal length 5.8mm 11.1 – 13.1mm 14.8 – 17.7mm 17.6 – 24.3mm 24.0 – 38.2mm 36 – 57.4mm 55.4 – 83.3mm 80.6 – 121.1mm 119 – 165.4mm

Screen size range

All models 100 – 1000 inch 80 – 1000 inch 50 – 1000 inch 50 – 1000 inch 50 – 1000 inch 50 – 1000 inch 50 – 1000 inch 50 – 1000 inch 50 – 1000 inch

Powered lens shift

WUXGA models Vertical/Horizontal +17%/± 10% max ±67%/±30% max ±67%/±30% max ±67%/±30% max ±67%/±30% max ±67%/±30% max ±67%/±30% max ±67%/±30% max ±67%/±30% max

Weight 3.5 Kg 2.3 Kg 3.1 Kg 1.45 Kg 1.2 Kg 1.9 Kg 2.2 Kg 2.2 Kg 2.2 Kg
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Wireless  
presentation systems
Epson’s wireless presentation systems make it  
easy for you to share your screen and increase  
your productivity.

ELPWP10/ELPWP20 

Automatic start-up

Epson display solutions automatically turn on when 
the transmitter is plugged into a laptop.

Receiver functionality

The receiver functionality can be integrated with  
Epson display solutions9 reducing your initial costs 
(ELPWP10 only).

Intuitive design

It's simple enough that anyone can use it without 
training. Sharing your screen, swapping to a different 
device or sharing up to four devices simultaneously is 
as simple as a click of a button.

Click the 
button

Plug into  
a laptop

Collaborate on 
the big screen

9 Selected Epson laser products only, alternatively use ELPWP20 for all other HDMI displays.
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The future of meetings
As the world moves further and further into the era of 
connected meeting spaces, the question is, where next? 
The possibilities are expansive, as displays become 
more fully immersive, room configurations more 
imaginative and collaborative content more accessible.
Rectangular and cylindrical meeting rooms are now a realistic option, offering 
complete flexibility for up to 360º ‘wrap-around’ displays. And you don’t need  
all-new facilities to achieve this next level of meeting room – it’s possible  
to create the meeting room of the future using your existing premises,  
thanks to innovative and advanced projection solutions from Epson.

An Igloo Vision immersive room
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